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"~ TABLE |
CONNECTOR DIMENSTONS AND WEIGHTS
SHELL
S12E C D L J
3 2392 2367 330 .E!n__fh‘r‘. .399 .%25 niw
.385 .356 L4310 .529 2391
7 527 483 - | 51 57 682 4535 w719 | 1.016
4520 473 2566 | 662 26
12 | 661 624 553 710 .m—a ,ggq 813 | 1,109
654 614 00 4802 661
T 7w | ST G| 0% | TS|
.793 2753 4839 . 9
27 .9%'5 2918 854 | 1.004 | 1,130 | ;_s_lf 986 | 1.297 |
.ghg 08 0% | 1,110 K
37 | 1.077 1:%'5 078 | 1.126 | 1.228 | 1.086 | 1.187 | 1,453
i 1,070 | 1030 1.116 1,208 | 1.076
61 1,365 1.316 1.271 1,414 1.510 1,367 1,436 1.797
-1.358 1.306 1.404 1.490 Ljo
SHELL}
SIZE| M | WEIGHT (L8S) SEE NOTE 7
PIN T
~56 CWEIGHT WILL BE __|
.76 SUPPLIED IN LATER |

. 88 REVISION)

a\uLo.--v-
]~

=)

=

TABLE 11
KEYWAY POSITIONS

S1ZE AA BB [of [v,1]

235 975 18701 -

23° | 97° 18701 277°
1 300 105° | 1959 270°
1 30° 105° [ 1950 27¢0°
2 30° 105° [ 195°| 270°
37 30° 105° | 195°| 270°
61 30° 105° | 195°] 270°

TABLE 111
CONTACT DIMENSIONS
CoNT )
size | FE 66 H W KK

20 041 .088 058 | 188 .110
2039 061 052 | .109 2068
16 | .0635 | .116 J078 | 251 | .14l
40615 | .096 072 | 172 ] ,109
12 | 085, | .150 | .122 | .251 | .143
.003 - | .130 J110 | 172 | 100

NOTES:  (NOTES 1 THRU 6 APPLICABLE TO CONTACTS ONLY).

1,

LN

5.
6,

9.
10.

11.
12.

13,

CONTACT FINISH: GOLD FLATE .080050 INCH MIN IN ACCORDANCE WITH

MIL-G-45204, A SUITABLE UNDERPLATING MAY BE USED, SILVER UNDERPLATING

SHALL NOT BE USED. FINISH 1S APPLIED AFTER SEALING.
DIMENSIONS IN INCHES, DIMENSIONS APPLY AFTER PLATING.

Q}/ALL OVER PER ASA-B46.1-I262UNLESS OTHERWISE SPECIFIED.

REMOVE ALL BURRS AND SHARP EDGES .003 TO .005 R,

DIAMETERS TO BE CONCENTRIC WITHIN .004 TIR.

DIAMETERS IN THE SAME CROSS-SECTIONAL PLANE TO BE CONCENTRIC WITH EACH
OTHER WITHIN ,003 TIR,

WEIGHT LISTED IS CONNECTOR MAXIMUM WEIGHT PER SHELL SIZE,
SHELL MATERIAL: COLD ROLLED STEEL, PER QQ-5-637.

SHELL FINISH: .0001 MIN, TIN PER MIL-T-10727, OVER NICKEL PER QQ-N-290,

EACH CONNECTOR SHALL BE PACKAGED WITH A PlASTIC DUST CAP OVER EACH END
OF SHELL,

FOUR KEYWAYS (MMC) AND INSERT SHALL BE LOCATED WITHIN 004 EITHER SIDE
OF (TP) RELATIVE TO MASTER KEYWAY (MMC) AND SHELL 0.D. (MMC).
DIMENSIONS IN INCHES, UNLESS OTHERWISE SPECIFIED, TOLERANCE SHALL BE
XX % ,010 AND XXX  ,005; ANGULAR TOLERANCE, X $19-0' AND X9X' % 30

DIAMETERS SHOWN ARE AT BASE OF BARRIERS,

FED. SUP CLASS
5935
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